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Main Features 
• 8 x Independent HDMI inputs

• x RF output DVB-T/C (software selectable)

• Gbit IP streaming (up to 64 x SPTS / 4 x MPTS) 

• “Pool” technology

• MER value > 40dB

• Very clean RF spectrum

• PCR re-stamping

• Very friendly user interface

• Wall or rack mountable

• Compact size

• 2 year warranty 
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THE 8200 HD 
DVB-T DVB-C 

TECHNICAL 
SPECIFICATIONS 
HDMI Input 8 x HDMI input 

Video encoding MPEG-4 AVC / H.264 

Profile High Profile 4.0 

Input resolution 1920 x 1080 – up to 50/60 p&i 

Output resolution 1920 x 1080 –  up to 30p 

HDCP support Evet 

RF Output 4 x RF output in adjacent channels 

Output Frequencies 36 - 950 MHz (1Hz steo) 

Output Level 90dBµV 

Connector 75Ω - F, female 

Output Alternator 0...-20dB 

MER > 40dB 

Output loop loss < 1dB 

Power source ~108 ila 240 VAC 50/60Hz

Power consumption 55 V A max 

Operating temperature 0°C ila 40°C 

Storage temperature -10°C +70°C

Humidity Up to %90 
Weight 5778 gr 

TQ 7000 HD

DIGITAL HEADEND
DIGITAL DVB-T/C RECEIVER

Digital DVB-T/C Receiver

General Features

- Full HD 1080P
- 5000 Channel
- USB Multimedia
- SPDIF Audio Output
- HDMI
- Optional Wi-Fi
- Smart Remote

- Fully compatible with DVB-T/C digital standard
- Fully compatible with HEVC/H.264/MPEG-4/AVS 
High Definition Digital TV
- Fully compatible with MPEG-2 High Definition and 
Standard Definition Output 
- Fully compatible with MPEG-1/2 Layer I/II/III
- DVB-T/C Signal input
- On Screen Electronic Program Guide(EPG)
- Supports Auto search and Manual search
- Parental control for channels
- Plug and Play installation with an easy to use Menu 
System
- Supports 480p, 576p, 720p, 1080i/p Video Resolution
- Supports 4:3 and 16:9 Aspect Ratio
- DVB or EBU subtitle selected by the system based 
on availability on the network
- Various channel editing function(Favorites, Move, Lock, 
Delete)
- Software upgrade via USB2.0 interface
- USB 2.0 interface PVR and media player
- Record digital television program to an external USB 
portable hard disk  and playback via USB 2.0

TECHNICAL 
SPECIFICATIONS 
HDMI Input 1 x HDMI input 

Video encoding MPEG-4 AVC / H.264 
Output resolution 1920 x 1080 – Up to 30p 
Output Frequencies 36 - 950 MHz (1Hz step) 
Connector 75∧ - Female Antenna Socket
Power source 

Power consumption 

Operating temperature 

> 108 / 240 VAC 50/60Hz 12V DC

5 V A max 

0°C / 40°C 
Storage temperature 

Humidity 

Weight 

-10°C / +70°C 

Up to %90 

431 gr 

76 77


